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 DRIVE UNIT 
1kW submersible motor ς 24V unit ς shaft power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC1-24-48V / 75A air-cooled controller 

 

1 pc Display GD2 (18-75V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main fuse 80A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC1 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc 
Submersible motor 1kW with 1100 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Brass tube (bronze) with 2 pcs O-rings and 2 pcs plastic bushes 

1 pc Steering arm (q 39.2 mm) 

1 pc Retainer ring with O-ring milled slot + O-ring (39.2 mm x 5.7 mm) 

1 pc Holding tube (430 mm long, q 39.2 mm) 

1 pc Propeller (10 x 07R, 3-blade) 

1 pc Shaft nut incl. zinc anode and retaining ring 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 

1 pc Main disconnect switch 24-48V DC / 250A 
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 DRIVE UNIT 
1.6kW submersible motor ς 24V unit ς shaft power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC1-24-48V / 90A air-cooled controller 

 

1 pc Display GD2 (18-75V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main fuse 100A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC1 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc 
Submersible motor 1.6kW with 1200 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Brass tube (bronze) with 2 pcs O-rings and 2 pcs plastic bushes 

1 pc Steering arm (q 39.2 mm) 

1 pc Retainer ring with O-ring milled slot + O-ring (39.2 mm x 5.7 mm) 

1 pc Holding tube (430 mm long, q 39.2 mm) 

1 pc Propeller (12 x 07R, 3-blade) 

1 pc Shaft nut incl. zinc anode and retaining ring 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 

1 pc Main disconnect switch 24-48V DC / 250A 
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 ANTRIEBSEINHEIT 
2.4kW submersible motor ς 36V unit ς shaft power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC1-24-48V / 90A air-cooled controller 

 

1 pc Display GD2 (18-75V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main fuse 100A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC1 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc 
Submersible motor 2.4kW with 1800 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Brass tube (bronze) with 2 pcs O-rings and 2 pcs plastic bushes 

1 pc Steering arm (q офΦн ƳƳύ 

1 pc Retainer ring with O-ring milled slot + O-ring (39.2 mm x 5.7 mm) 

1 pc Holding tube (430 mm long, q 39.2 mm) 

1 pc Propeller 

1 pc Shaft nut incl. zinc anode and retaining ring 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 

1 pc Main disconnect switch 24-48V DC / 250A 
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 ANTRIEBSEINHEIT 
1.6kW flange-mounted motor ς 24V unit ς shaft power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC1-24-48V / 90A air-cooled controller 

 

1 pc Display GD2 (18-75V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main fuse 100A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC1 

 

Kopriva Elektronik GmbH quantity e-motor 

 

 

1 pc 

Flange-mounted motor 1.6kW with 1200 RPM and PVC (polyvinyl 
chloride) adapter for hull adaptation 
 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

0 pc 
Folding propeller (2-blade) 
Attention: Available on request! Not included in the price! 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 

1 pc Main disconnect switch 24-48V DC / 250A 
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 DRIVE UNIT 
 

4.3kW submersible motor ς 48V unit ς battery power 
 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC1-24-48V / 90A air-cooled controller 

 

1 pc Display GD2 (48V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main fuse 125A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC1 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc 
Submersible motor 4.3kW with 1850 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Brass tube (bronze) with 2 pcs O-rings and 2 pcs plastic bushes 

1 pc Steering arm (q офΦн ƳƳύ 

1 pc Retainer ring with O-ring milled slot + O-ring (39.2 mm x 5.7 mm) 

1 pc Holding tube (430 mm long, q 39.2 mm) 

1 pc Propeller 

1 pc Shaft nut incl. zinc anode and retaining ring 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 

1 pc Main disconnect switch 24-48V DC / 250A 
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 DRIVE UNIT 
4.3kW flange-mounted motor ς 48V unit ς battery power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC1-24-48V / 90A air-cooled controller 

 

1 pc Display GD2 (48V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main fuse 125A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC1 

 

Kopriva Elektronik GmbH quantity e-motor 

 

 

1 pc 

Flange-mounted motor 4.3kW with 1850 RPM and PVC 
(polyvinyl chloride) adapter for hull adaptation 
 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

0 pc 
Folding propeller (2-blade) 
Attention: Available on request! Not included in the price! 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 

1 pc Main disconnect switch 24-48V DC / 250A 
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 DRIVE UNIT 
4.3kW outboard motor ς 48V unit ς battery power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC1-24-48V / 90A air-cooled controller 

 

1 pc Display GD2 (48V) 

6 m Wire harness (C4DR6V7) 

 

 

1 pc Main fuse 125A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC1 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc 
Outboard motor 4.3kW with 1850 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Outboard holder with end cap 

1 pc Cavitation plate with 2 x distance pieces 

1 pc Steering arm (q пл ƳƳύ 

1 pc Retainer ring without O-ring milled slot (q 40 mm) 

1 pc Retainer ring with O-ring milled slot (q 40) + O-ring (39.2 x 5.7 mm) 

1 pc Holding tube (900 mm long, q 40 mm) 

1 pc Propeller 

1 pc Shaft nut incl. zinc anode and retaining ring 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 

1 pc Main disconnect switch 24-48V DC / 250A 
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 DRIVE UNIT 
5.2kW submersible motor ς 48V unit ς shaft power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC4-48V air-cooled controller 

 

1 pc Display GD2 (48V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main disconnect switch 80V DC / 250A 

 

1 pc Main fuse 160A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC4 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc 
Submersible motor 5.2kW with 1850 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Brass tube (bronze) with 2 pcs O-rings and 2 pcs plastic bushes 

1 pc Steering arm (q офΦн ƳƳύ 

1 pc Retainer ring with O-ring milled slot + O-ring (39.2 mm x 5.7 mm) 

1 pc Holding tube (430 mm long, q 39.2 mm) 

1 pc Propeller (10 x 08R, 3-blade) 

1 pc Shaft nut incl. zinc anode and retaining ring 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 
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 DRIVE UNIT 
5.2kW outboard motor ς 48V unit ς shaft power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC4-48V air-cooled controller 

 

1 pc Display GD2 (48V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main disconnect switch 80V DC / 250A 

 

1 pc Main fuse 160A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC4 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc 
Outboard motor 5.2kW with 1850 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Outboard holder with end cap 

1 pc Cavitation plate with 2 x distance pieces 

1 pc Steering arm (q пл ƳƳύ 

1 pc Retainer ring without O-ring milled slot (q 40 mm) 

1 pc Retainer ring with O-ring milled slot (q 40) + O-ring (39.2 x 5.7 mm) 

1 pc Holding tube (900 mm long, q 40 mm) 

1 pc Propeller (10 x 08R, 3-blade) 

1 pc Shaft nut incl. zinc anode and retaining ring 
 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 
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 DRIVE UNIT 
6.5kW submersible motor ς 48V unit ς shaft power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC4-48V air-cooled controller 

 

1 pc Display GD2 (48V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main disconnect switch 80V DC / 250A 

 

1 pc Main fuse 250A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC4 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc 
Submersible motor 6.5kW with 1200 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Brass tube (bronze) with 2 pcs O-rings and 2 pcs plastic bushes 

1 pc Steering arm (q офΦн ƳƳύ 

1 pc Retainer ring with O-ring milled slot + O-ring (39.2 mm x 5.7 mm) 

1 pc IƻƭŘƛƴƎ ǘǳōŜ όпол ƳƳ ƭƻƴƎΣ q офΦн ƳƳύ 

2,5 l Oil (Shell Tellus S2 V68) 

1 pc Propeller (14 x 12R, 3-blade) 

1 pc Shaft nut incl. zinc anode and retaining ring 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 
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 DRIVE UNIT 
 

6.5kW outboard motor ς 48V unit ς shaft power 
 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC4-48V air-cooled controller 

 

1 pc Display GD2 (48V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main disconnect switch 80V DC / 250A 

 

1 pc Main fuse 250A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC4 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc Outboard motor 6.5kW with 1200 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Outboard holder with end cap 

1 pc Steering arm (q пл ƳƳύ 

1 pc Retainer ring without O-ring milled slot (q 40 mm) 

1 pc Retainer ring with O-ring milled slot (q 40) + O-ring (39.2 x 5.7 mm) 

1 pc IƻƭŘƛƴƎ ǘǳōŜ όфлл ƳƳ ƭƻƴƎΣ q пл ƳƳύ 

2,5 l Oil (Shell Tellus S2 V68) 

1 pc Propeller (14 x 12R, 3-blade) 

1 pc Shaft nut incl. zinc anode and retaining ring 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 
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 DRIVE UNIT 
10kW submersible motor ς 48V unit ς battery power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC4-48V air-cooled controller 

 

1 pc Display GD2 (48V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main disconnect switch 80V DC / 250A 

 

1 pc Main fuse 250A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC4 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc 
Submersible motor 10kW with 1000 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Brass tube (bronze) with 2 pcs O-rings and 2 pcs plastic bushes 

1 pc Steering arm (q офΦн ƳƳύ 

1 pc Retainer ring with O-ring milled slot + O-ring (39.2 mm x 5.7 mm) 

1 pc IƻƭŘƛƴƎ ǘǳōŜ όрлл ƳƳ ƭƻƴƎΣ q офΦн ƳƳύ 

3 l Oil (Shell Tellus S2 V68) 

1 pc Propeller (16 x 14R, 4-blade) 

1 pc Shaft nut incl. zinc anode and retaining ring 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 
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 DRIVE UNIT 
10kW outboard motor ς 48V unit ς battery power 

 

Piktronik d.o.o. quantity e-components 

 

1 pc SAC4-48V air-cooled controller 

 

1 pc Display GD2 (48V) 

6 m Wire harness (C4DR6V7) 

 

1 pc Main disconnect switch 80V DC / 250A 

 

1 pc Main fuse 250A 

1 pc Holder for fuse 

1 pc Holder with shunt 

1 pc User manual SAC4 

 

Kopriva Elektronik GmbH quantity e-motor 

 

1 pc 
Outboard motor 10kW with 1000 RPM (rotation per minute) 
(PMSM = permanent magnet synchronous motor for sweet and salt water) 

1 pc Fin 

1 pc Outboard holder with end cap 

1 pc Steering arm (q пл ƳƳύ 

1 pc Retainer ring without O-ring milled slot (q 40 mm) 

1 pc Retainer ring with O-ring milled slot (q 40) + O-ring (39.2 x 5.7 mm) 

1 pc IƻƭŘƛƴƎ ǘǳōŜ όфлл ƳƳ ƭƻƴƎΣ q пл ƳƳύ 

3 l Oil (Shell Tellus S2 V68) 

1 pc Propeller (16 x 14R, 4-blade) 

1 pc Shaft nut incl. zinc anode and retaining ring 

 

1 pc Throttle with cover plate and lever (stainless steel) 

1 pc Starter lock (1-pole) with 1 pc key (nr.: 001) 

 

 


